Dominion Sure Seal Ltd.

 6175 Danville Road,  Mississauga,  Ontario,  Canada  L5T 2H7
TEL (905) 670-5411                       FAX (905) 670-5174 

PRODUCT 
FEATURES   &

APPLICATION
Note: Avoid applying any materials on or near catalytic converters, mufflers due to extreme heat.

In the event the MSDS (Material Safety Data Sheet) on this product is not in your files, you can request one from Dominion Sure Seal Regulatory Compliance at 1800 265-0790, ext. MSDS.

Features:

· Easy to apply
· Superior tachifiers offer superior adhesion
· Unique No-Drip formula
· Incredible capillary action to penetrate seams, pinch-welds and hard to reach inner cavities
· Minimal Over spray
· Non-offensive odour
Application Instructions:

1. Using the Professional applicator tool code ASSE, ensure that you have +- 80 PSI at the gun.

2. Utilize existing OEM entry points around doors and hinges to gain access for the applicator wands.

3. Additional entry holes may need to be drilled for easier access to inner panel areas.

4. ASSE kit includes, 1 x applicator gun and canister, 1 x 360( wand, 1 x 90( wand, 1 x quick coupler and 1 complete washer/ 0-ring replacement kit.

NO DRIP ANNUAL RUSTPROOFING (AMBER)

Stock:
ASS512SCP – 20 Litre Pail



ASS512SCK – 60 Litre Keg



ASS512CD 
  - 205 Litre Drum

Description:

A unique oil based formula used for annual rust proofing applications.  Common areas of application include interior cavities, inner rocker panels, pillars, doors and frames.  Can also be used on the under-side of vehicles.  Superior tachifiers for added adhesion to all metal surfaces.  Material will remain tacky and will not drip.

Call 1-800-265-0790 or visit us on the web www,dominionsureseal.com
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