Dominion Sure Seal Ltd.

 6175 Danville Road,  Mississauga,  Ontario,  Canada  L5T 2H7
TEL (905) 670-5411                       FAX (905) 670-5174 

PRODUCT 
FEATURES   &

APPLICATION
Note: Avoid applying any materials on or near catalytic converters, mufflers due to extreme heat.

In the event the MSDS (Material Safety Data Sheet) on this product  is not in your files, you can request one from Dominion Sure Seal Regulatory Compliance at 1800 265-0790, ext. MSDS.

Features:

· O.E.M approved and used.

· Use for sealing and gasketing.

· Body side molding tape

· Emblem mounting

· Mounting of many items, automotive reflectors, interior and exterior metal and plastic trim, wiring harness clips, signs, name plates etc. 

Descriptive Information:

Thickness: WTS1/2S


0.031"


      WTS1S

            0.045"


      WTS3/4S

            0.063"

Density:


       33 lbs / cu. ft.

Hardness Shore A:

             28

Tensile Strength:

            125 psi

100% Modulus:

            250 psi

Elongation:


            250%

Hydrolytic Stability:
      

Min. 80% retention of properties, 2 weeks at 185º F and 100% Relative Humidity..

Tensile Bond:


            115 psi

Shear Adhesion:

            110 psi

Tear Strength


            400 gms

Application Instructions:

1. Mounting and joining to replace mechanical fasteners, shock and vibration absorption gasketing and sealing.

2. Superior performance for adhesion against stainless steel and painted steel.

3. High strength, closed cell foam tape conforms readily to irregular or curved surfaces.

4. Durable, long lasting acrylic adhesive.

5. Good low temperature flexibility, outstanding weather resistance.

RED Backed Series Two-Way URETHANE ATTACHMENT Tape
Stock WTSR1/2s (# 306000) & WTSR7/8s (# 306100)

All rolls are 54 ft lengths.

Description:

WTSR Red Backed Tape series tapes are unique, high density urethane foam tape with an aggressive acrylic coated on both sides. A heavy coating of an aggressive, high performance, acrylic adhesive.

Exceptional adhesive performance (bond strength increases with aging)

High density closed cell urethane foam carrier which readily conforms to irregular surfaces.

Excellent weatherability, remains flexible over a wide range of humidity and temperature conditions (as low as -40º C) Resistance to solvents and chemicals, easily removable release liners, can be easily die cut to different shapes and sizes.

Call 1-800-265-0790 or visit us on the web � HYPERLINK "http://www.dominionsureseal.com" ��www.dominionsureseal.com�
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