DOMINION SURE SEAL GROUP OF COMPANIES

INFORMATION BULLETIN
2007 / 2008

AQUA-WASHER

MANUAL WATERBASE PAINTGUN
CLEANER/RECYCLER

Initial Set-up Procedures;

¢ Place the Main Filter (TB101MF) on to the bottom reservoir container and be sure
that the filter has a +- 2 inch overhang from the top edge of the reservoir.

¢ Follow the same procedure(s) to place the Pre-Filter (TB101PF) on top of the main
filter in the bottom reservoir. Be sure that the Pre-Filter also has an approximate
overhang of +-2 inches from the top edge of the reservoir.

¢ Be sure that the top reservoir drainage hole is sealed with the supplied drain plug.

¢ Pour 1 x 18.9 liter container / 5 gallons of Dominion Sure Seal - AQUA-SOLV
(TB101AS) into the bottom reservoir through the pre and main filters.

¢ Press-fit the motor onto the side mount on the top reservoir and be sure that the clear
suction tube rests unrestricted in the Aqua-Solv solution in the bottom reservoir.

e Attach the air line to the air regulator and set it at 10-15 PSI. Lock the air regulator at
this setting and you are now ready to operate this unit.

Gun Cleaning Procedures;

¢ Guns MUST be cleaned IMMEDIATELY after use as the waterbase paints will dry
much faster in the gun than solvent base coatings

¢ Remove the paint cup from your gravity feed spray gun and insert the rubber sealed
tip of the cleaning wand into the opening on the spray gun.

e Pull both the spray gun trigger and the cleaning wand trigger simultaneously and
thoroughly flush spray gun with the Aqua-Solv.
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Remove the air cap and nozzle and continue cleaning the spray gun with the
cleaning brush until all paint and residue is removed.

Flocculating / Solution Recycling Procedure:

Once the top Reservoir has filled with approximately 18 liters or just less than 5
gallons of soiled Aqua-Solv it is now time to separate the paint material from the
cleaning solution. This process is called flocculation.

Remove the cleaning tray from inside the top reservoir and be sure that the Cleaning
Wand and Cleaning Brush are seated in their holding clips at the side of the top edge
of the top reservoir.

Be sure that the aerating line 1s resting in the soiled Aqua-Solv solution in the top
reservoir and open the air valve allowing the line to aerate the soiled solution.

Mix approximately 200 grams of Dominion Sure Seal “AQUALATE” flocculating
powder directly into the soiled Aqua-Solv. (50 gm scoop provided, using 4 scoops to
make 200 grams). The Cleaning may be used at this time to clean the top reservoir
and assist in mixing the Aqualate into the soiled Aqua Solv.

Allow the aerating line to “bubble” for 10-15 minutes then remove the drain plug
and allow the soiled Aqua Solv to drain into the bottom reservoir through the Pre
and Main filters.

Replace the drain plug in the top reservoir and you are again ready to use the Aqua
Wash machine. At this time, you may need to pour additional Aqua Solv into the
bottom reservoir as this solution may evaporate over time.

Filtre Maintenance and Replacement Schedule;

Replace the Pre-Filter after 4 flocculation cycles.

Replace the Main Filter after 5 Pre-Filter changes.

If/When the Aqua Solv solution remains murky or cloudy after recycling, replace
Aqua Solv solution.

All waste material (soiled Aqua-Solv & flocculant) should be emptied into a plastic
container or drum and handled by a certified waste disposal company.

Tech Tips:

1.

2.

Let the flocculant and paint material dry out in the pre-filtre and remove it before re-
filtering the next 18 litres of soiled Aqua-Solv.

Evaporation will diminish the amount of Aqua-Solv that you have in the bottom
reservoir so after every flocculation, top it up.

. Never have more than 20 litres of Aqua-Solv in either the top or bottom reservoir.
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DOMINION SURE SEAL LIMITED
AQUA WASH

MANUAL WATERBASE PAINTGUN
CLEANER/RECYCLER

Limited Warranty

Dominion Sure Seal Ltd hereby warrants all moving parts on “AQUA WASHER” for a period of 1
Year. All other parts may be purchased at a discount. In the event of a warranty claim the
procedure is:

Call our customer service desk at 1 800 265 0790

Be prepared to have all information ready, reason for breakage and what part, serial number of

part (if available), place of purchase (name address and phone) date of purchase, We may require
even more information.

We may also require the broken part returned to us. This is the full extent of the warranty.

Dominion Sure Seal Ltd,
6175 Danville Rd,
Mississauga, Ontario, Canada, LST2H7
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