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Full Cure 10 – 30 Seconds

Physical Properties:

Liquid:

Viscosity:
30-80 cp

Colour:
Clear

Flashpoint:
186(F (86(C)

Soluble In:
Acetone, MEK, Nitromethane

Cured:

Impact Strength:
4-8ft/lb (ASTM 950)

Soften Point:

303(F (184(C)

Melt Point:

363(F (195(C)

Tensile Strength:

Steel:


3182 psi

ABS:


987 psi

PC:


1427 psi

PVC:


1533 psi

Aluminum:

1173 psi

Nylon:


427 psi

Phenolic:

1569 psi
PLASTIC SURGERY ADHESIVE WELD KIT
Stock
XPSA, Part # 4025 (10 gm Adhesive & 2 oz Activator) 

Stock XPSA1, Part # 402520 (1 oz Adhesive & 2 oz Activator)

Stock XPA-A, Part # 402501 (2 oz Activator only)

Stock XPA-AA, Part # 402503 (1 oz Olefinic Adhesion Promoter)

Stock XPA-B, Part # 402502 (10 gm Weld only), Stock XPA-B1, Part # 4026 (20 gm Weld only)

Stock XPA-LB, Part # 400101 (453 gm Weld only)
Stock XPSGF, Part # 410100 (20 gm GEL Weld only)

Description:

Sure Seal Adhesive Weld Kits are extended high performance grade cyanoacrylate adhesives. They are designed to provide maximum bonding strengths of various plastics, elastomers and metals together or in combinations of these materials providing high temperature ranges, impact strengths, solvent resistance and excellent overall performance on automotive substrates. Will not crack or craze and is capable of penetrating between parts. Meets US MIL A Spec. 46050C Type 2 Class 1. Available in many sizes including a GEL (XPSGF) that can be used to fill small gaps and gouges. XPA-AA is an Adhesion Promoter for use on olefinic (semi-rigid) plastics. XPA-A is the activator for use with the adhesive weld and gap filler. XDBA will remove and dissolve the cured adhesive.

Application Instructions:

1.  Clean area to be bonded with All Plastic Prep (BAP/SPP) and let dry thoroughly.

2. Mist the XPA-A on both sides of the tear and allow to flash-off completely (15 seconds)

3. Apply a liberal amount of adhesive to one side only and immediately join pieces together. Hold for 20 seconds.

4. Any gaps or voids may be filled with additional adhesive or Gap Filler (XPSGF).

5. Mist XPA-A Activator on both sides of the joined part to cure any remaining adhesive.

Full Cure 10 – 30 Seconds

Note: Avoid applying any materials on or near catalytic converters, mufflers due to extreme heat.

In the event the MSDS (Material Safety Data Sheet) on this product  is not in your files, you can request one from Dominion Sure Seal Regulatory Compliance at 1800 265-0790, ext. MSDS.

Call 1-800-265-0790 or visit us on the web www.dominionsureseal.com
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